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SERVICE MANUAL 
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WM-FS4 



Photo : WM-FS497 



Manufactured under license from Dolby Laboratories 
Licensing Corporation. 

"DOLBY" and the double-D symbol □□ are trademarks 
of Dolby Laboratories Licensing Corporation. 



Model Name Using Similar Mechanism 


WM-EX362/EX364 


Tape Transport Mechanism Type 


MF-WMEX342-114 



SPECIFICATIONS 

Frequency range 

For US/Canadian area indication: 
FM: 87.5 - 108MHz (0.1MHz step) 
AM: 530 - 171 0kHz ( 1 0kHz step) 
For AEP, E area indication: 
FM : 87.5 - 108MHz (0.05MHz step) 
AM: 531 - 1601kHz (9kHz step) 

IF 

FM: 10.7 MHz 

MW/LW: 450 kHz 
Aerials 

FM: Telescopic aerial 

MW/LW: Built-in ferrite bar aerial 
Power requirements 

3V DC batteries (size AA) R6 x 2 
Dimensions 

99.8 x 1 19.7 x 43.4 mm (4 x 4V 4 x P/ 4 inches) 

(w/h/d) incl. projecting parts and controls 

MASS 

Approx. 295g (10.5 oz) 

Approx. 395g (14.0 oz) incl. batteries, a cassette and headphones 
Supplied accessories 

Stereo headphones ( 1 ) / Belt clip ( 1 ) / Hand strap ( I ) / Strap loop ( 1 ) 

Design and specifications are subject to change without notice. 
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